
GM-3900 1/5 15.4 / 7

GM-4700 1/3 15.4 / 7

GM-5400 1/2 17.6 / 8

GM-6200 3/4 19.8 / 9

5' 10' 15' 20' 25' 30' 35'

GM-3900

3900

3360 2270 1150 250 - - -

GM-3200 2423 1193 29 - - - -

22.5 2.5

GM-4700

4700

4470 4060 3120 2200 850 - -

27.5 3.2

GM-5400

5400

5150 4450 3740 3000 2040 865 -

32.8 5.0

GM-6200

6200

6020 5865 5360 4640 3800 2670 1620

41 6.7 240×165×390mm
9.4x6.5x15.4"

240×165×375mm
9.4x6.5x14.8"

240×165×355mm
9.4x6.5x14"

240×165×355mm
9.4x6.5x14"

GM-3200 1/5 13.2 / 63200 15.7 2.5 240×165×355mm
9.4x6.5x14"

Dimension
L x W x H
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Max Flow
(GPH)

Max Head
(Ft.)

Output
HPModel

240mm / 9.4inch 
165mm / 6.5inch 
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GeyserMax-Flow Series (115V/60Hz)

GM-3200 (60) GM-3900 (60) GM-4700 (60) GM-5400 (60) GM-6200 (60)


